






THERM-X-TROL® Replaceable Bladder Design ASME Tanks
	 Model	 Max. Working	 Total Volume	 Recommended	 Diameter	 Height	 System	 Ship Weight
	 No.	 Pressure (PSIG)	 (Gals.)	 Acceptance Volume	 (A)	 (B)	 Connection	 (lbs)
	 ST-447-C	 125/150	 53.0	 34.45	 24”	 45 1/4”	 2” NPT	 263
	 ST-448-C	 125/150	 80.0	 52.00	 24”	 59 1/8”	 2” NPT	 308
	 ST-449-C	 125/150	 106.0	 68.90	 24”	 73 1/8”	 2” NPT	 353
	 ST-450-C	 125/150	 132.0	 85.80	 24”	 86 5/8”	 2” NPT	 391
	 ST-451-C	 125/150	 158.0	 102.70	 30”	 73 1/4”	 2” NPT	 508
	 ST-452-C	 125/150	 211.0	 137.15	 30”	 91”	 2” NPT	 760
	 ST-453-C	 125/150	 264.0	 171.60	 36”	 85 5/8”	 3” NPT	 810
	 ST-454-C	 125/150	 317.0	 206.05	 36”	 98”	 3” NPT	 914
	 ST-455-C	 125/150	 370.0	 240.50	 36”	 110 3/8”	 3” NPT	 1,018
	 ST-456-C	 125/150	 422.0	 274.30	 48”	 81 7/8”	 3” NPT	 1,655
	 ST-457-C	 125/150	 528.0	 343.20	 48”	 97 1/4”	 3” NPT	 1,925
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THERM-X-TROL® Non-ASME Specifications 
	 Model	 Total Volume	 Maximum	 Diameter	 Height	 System	 Ship Weight
	 No.	 (Gals.)	 Acceptance (Gals.)	 (A)	 (B)	 Connection	 (lbs)
	 ST-5	 2.0	 .9	 8”	 12 5/8”	 3/4” NPT	 5
	 ST-12	 4.4	 3.2	 11”	 15”	 3/4” NPT	 9
	 ST-25V	 10.3	 10.3	 15 3/8”	 19 1/4”	 1” NPT	 23
	 ST-30V	 14.0	 11.3	 15 3/8”	 23 7/8”	 1” NPT	 25
	 ST-42V	 20.0	 11.3	 15 3/8”	 31 5/8”	 1” NPT	 33
	 ST-60V	 34.0	 34	 22”	 29 5/8”	 1 1/4” NPT	 61
	 ST-80V	 44.0	 34	 22”	 36”	 1 1/4” NPT	 69
	 ST-180V	 62.0	 34	 22”	 46 3/4”	 1 1/4” NPT	 92
	 ST-210V	 86.0	 46	 26”	 47 1/4”	 1 1/4” NPT	 123

THERM-X-TROL® Replaceable Bladder Design 
	 Model	 Total Volume	 Diameter	 Height	 System	 Ship Weight
	 No.	 (Gals.)	 (A)	 (B)	 Connection	 (lbs)
	 ST-451	 158.0	 73 1/4”	 30”	 2” NPT	 508
	 ST-452	 211.0	 91”	 30”	 2” NPT	 760
	 ST-453	 264.0	 85 5/8”	 36”	 3” NPT	 810
	 ST-454	 317.0	 98”	 36”	 3” NPT	 914
	 ST-455	 370.0	 110 3/8”	 36”	 3” NPT	 1,018
	 ST-456	 422.0	 81 7/8”	 48”	 3” NPT	 1,655
	 ST-457	 528.0	 97 1/4”	 48”	 3” NPT	 1,925
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The AMTROL logo and THERM-X-TROL are registered trademarks of AMTROL, Inc. 
In the interest of continuous development, AMTROL Inc. and its subsidiaries reserve the right to alter designs and specifications without prior 
notice.

THERM-X-TROL® ASME Specifications 
	 Model	 Max. Working	 Total Volume	 Maximum	 Diameter	 Height	 System	 Ship Weight
	 No.	 Pressure (PSIG)	 (Gals.)	 Acceptance (Gals.)	 (A)	 (B)	 Connection	 (lbs)
	 ST-5-C	 150	 2.1	 .9	 10”	 10 3/8”	 3/4” NPT	 21
	 ST-12-C	 150	 6.4	 3.2	 12”	 15 5/8”	 3/4” NPT	 26
	 ST-20V-C	 150	 8.0	 3.2	 12”	 19 1/2”	 3/4” NPT	 41
	 ST-30V-C	 150	 14.0	 10.5	 16 1/4”	 19 1/8”	 3/4” NPT	 84
	 ST-42V-C	 150	 17.5	 11.3	 16 1/4”	 24 1/4”	 3/4” NPT	 90
	 ST-60V-C	 150	 25.0	 11.3	 16 1/4”	 34”	 3/4” NPT	 96
	 ST-70V-C	 150	 34.0	 11.3	 16 1/4”	 45 3/4”	 3/4” NPT	 123
	 ST-80V-C	 150	 53.0	 34	 24”	 40 1/2”	   1 1/4” NPT	 229
	 ST-120V-C	 150	 66.0	 34	 24”	 47 3/4”	   1 1/4” NPT	 258
	 ST-180V-C	 150	 77.0	 34	 24”	 52 5/8”	   1 1/4” NPT	 288
	 ST-210V-C	 150	 90.0	 34	 24”	 60”	   1 1/4” NPT	 318


